T-Bolt Clamp with Floating Bridge ..||]|.|.|.\

Jolly sizes as per SAE Standard

Jolly Size SAE Min Dia Max Dia | Min Dia Max Dia
Ordering Code|  Sizes (in) {in) {mm) (mm)
: e 16 B 13/8 19/16 35.1 38.6
Ref. standard: SAE J1508 Type “TB 20 . 112 15/8 38.1 41,7
Guided tightening radius. 24 - 15/8 17/8 414 46
Floating bridge construction ensures 26 - 12/3 14/5 42.5 45.5
= . 28 28 13/4 2 44.5 50.8
better rigid clamping. 32 32 17/8 23/16 47.8 556
Prevents hose Puckering and subsequent 34 34 115/16 21/4 49.2 57.2
seepage. 36 36 2 25/16 50.8 58.7
38 38 21/16 23/8 52.4 60.3
40 40 21/8 27/16 54.1 62
42 42 23/16 21/2 55.6 63.5
a4 44 21/4 29/16 57.2 65
48 a8 23/8 211/16 60.5 68.3
52 52 21/2 213/16 63.5 71.4
54 54 29/16 27/8 65.1 73.0
56 56 25/8 215/16 66.8 74.7
&0 60 23/4 31/16 69.9 77.7
64 64 27/8 33/16 73.2 81
68 68 3 35/16 76.2 84.1
72 72 31/8 37/16 795 87.4
74 72 31/8 37/16 79.5 87.4
76 76 31/4 39/16 82.6 90.4
78 78 315/16 35/8 84.1 921
80 80 33/8 3111/16 85.9 93.7
84 84 31/2 213/16 88.9 96.8
88 88 35/8 315/16 92.2 100.1
92 92 33/4 41/16 95.3 103.1
B 96 96 37/8 43/16 98.4 106.4
100 100 [] 45/16 101.6 109.5
) 104 104 41/8 47/16 104.8 1127
Example for Odering Code 108 108 a1/a_| 49/16 | 168 1158
mo1] 110 110 45/16 45/8 | 1005 1175
112 112 43/8 411/16 1111 1191
116 116 41/2 413/16 | 114.3 122.2
124 124 43/4 51/16 120.7 128.5
132 132 5 55/16 137 134.9
. A 134 134 51/16 53/8 138.6 136.5
140 140 51/4 59/16 133.4 141.2
142 142 55/16 55/8 134.9 142.9
144 144 53/8 511/16 136.5 144.5
Short Description 146 146 57/16 53/4 138.1 146.1
lally Floating Bridge T-Bolt Clamp is designed as per SAE standard for High Strength & 148 148 51/2 513/16 139.7 147.6
High Durability applications. Availability of floating bridge construction ensures guided 156 156 53/4 61/16 146.1 1539
t'jg:'m:nl;g of ;I:lrnp whil:l: |::rever|ls hCIF}E :Juckc;lngf SUbSE-guE;t set:fa.ge_lslzlf-lcckigg 164 164 [ 65/16 152.4 160.3
ny on ura n preven osenin am davy vIDra’ ns, TNis clam an
madcc aua%lablo?nvF;rio::aniaEt’ori:grfdchlmb?na::;nfgb‘gstsui'l c?ls?cmc:ap‘:alisa:on. § 168 i68 61/8 67/16 155.6 163.5
172 172 61/4 69/16 158.8 166.6
174 174 65/16 65/8 160.3 168.3
Design Type Ordering Code : TL 180 180 61/2 613/16 | 165.1 173
188 188 63/4 71/16 171.5 179.3
Ordering Code Material Grade Option 196 196 7 75/16 177.8 185.7
Mo1 Band : SS301/304 204 204 71/4 79/16 184.2 192
Trunion, T-Bolt & Nut : 55301/ 304 313 217 71/2 713/16 190.5 198.4
w2 | Beasiumen g/ 220 | 20 | 7o | suie [ 1065 | aou
V05 Band . 55201/ 202 228 223 8 85/16 203.2 211.1
Trunion, T-Bolt & Nut : Plated Carbon Stee 236 236 B1/4 89/16 209.6 217.4
MO6 Band _ © 55316 244 244 81/2 813/16 | 2159 223.8
Trunion, T-Bolt & Nut : 55316 Additional sizes are available as per enquiry.
M17 Band © $5301/304
runion, T-Bolt, Nut  ; Plated Carbon Stee T-Bolt Specification
Band .
Ordering Code Band (BW) Width Options Width Thickness T-Bolt Size
BO5 Band : 14 mm (0.55"] Floating Bridge: 16.5 mm (0.65") 14 mm 0.65 mm M5
BO6 Band : 19 mm (0.75") Floating Bridge: 22 mm (0.87") 19 mm 0.65 mm 147
B10 Band : 22.2 mm (0.87"] Floating Bridge: 25 mm (0.98") i;i ::2 OI'ZEF::‘ :ﬁgniﬂ:

Area of Application
Automative = Filter Applications » Genset Applications » Marine Applications
Earth Moving Equipment We reserve the right to make technical & dimensional

modifications within Standard specification .
UPC code made available on request.
Packing Specification available.

T-Bolt in material SS 304, 55 410, 15B25/1541



